SERIES 107 SHRINK DIP (OPEN FRAME)
ANDON 207 SHRINK DIP (SOLID FRAME)
403 SHRINK DIP (LAMINATE WAFER)
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INTERCONNECTION SPECIALISTS
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SERIES 403 DIL CONTACT IYPE
i INSERTION FORCE 9.0 oz AVG.
o " = S S: STANDARD DIP  yimpDRaial FORCE 2.0 on MIN.
INSERTION FORCE 1.6 oz. MAX.
28 |1.010 [25.65]] .600 [15.24] |.700 [17.78] M: STANDARD PGA  JiITHDRAWAL FORCE 05 om MIN.
40 |1.430 [36.32]| .600 [15.24] |.700 [17.78] L: INTERSTITIAL PGA INSERTION FORCE 10 oz. MAX,
64 [2.270 [57.66]] .750 [19.05] |.850 [21.59] ) WITHDRAWAL FORCE 0.3 oz. MIN.
NOTE: OTHER SOCKET SIZES AVAILABLE H: HIGH FORCE O Ol 153 oz MaX.
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\ ORDERING INFORMATION
107 —XXX—XXX—PXX—B10
- |00000000000000000000000000000000
207 —XXX—-XXX—-PXX—-B10
309 —XXX—-XXX—PXX—B10
403 —XXX—-XXX—PXX—N10
TECHNICAL SPECIFICATIONS SERIES—— 1 T_T— LOGO
{07 OPEN FRAME INSULATOR MATERIAL
MATERIAL 20%. SOLID TRAME OTHER MATERIALS AVAILABLE
INSULATOR GLASS FILLED POLYESTER 309: COMBI CONSULT FACTORY
UL 94V—0 LISTED 403: LAMINATE WAFER PLATING: TERMINAL/CONTACT
TERMINAL BRASS PER ASTM-BI6 DIP — SPACING P30: GOLD / GOLD
OPERATING TEMP. —65°C TO +125°C TERMINAL STYLE P32: TIN-LEAD / TIN
FOR OPTIONAL TERMINAL STYLES OTHER PLATINGS AVAILABLE
CONTACT FORCES SEE TERMINAL STYLES SER OPTIONAL PLATINGS
INSERTION STANDARD 9 oz. AVG. — CONTACT TYPE
WITHDRAWAL ~ STANDARD 2 oz. MIN. SERIES 403: INSULATOR: GLASS—EPOXY FR—4 UL 94V-0
HIGH TEMPERATURE OPERATION
©ANDON 2007 DIMENSIONS ARE SHOWN IN INCHES [MILLIMETERS]. WE RESERVE THE RIGHT TO CHANGE SPECIFICATIONS WITHOUT NOTICE.
TEL. (401) 333—0388 / FAX (401) 333—0287
4 ANDON ELECTRONICS CORPORATION E_MAIL: info@andonelect.com

4 COURT DRIVE, LINCOLN, R.I. 02865, USA WEB SITE: http://www.andonelect.com



